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WPK - Connectors Weatherproofing Kit
For Feeder Cables and Jumpers

FIMO WPK weatherproofing kit provides a
reliable sealing of cable connections expo-
sed to the outside environment.

FIMO WPK weatherproofing kit contains:

. 2 rolls of 19 mm x20 m black PVC tape

. 1 roll of 50mm x8 black PVC tape

0 3 or 6 rolls of 50 mm x 600 mm butyl
rubber tape

This kit provides an efficient moisture block
and connector’s protection against pollution
and dust. It also prevents disconnection of
connectors caused by vibrations during
wind exposition.

PICTURE CODE
61 1503 0612
61 1503 0312
— =
1-2 15/04/15

(= ,
2 )

ACCESSORIES FOR INSTALLATION
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The kit protects cable’s outer jacket and
connectors that are directly buried or expo-
sed to severe environmental conditions.

FIMO WPK weatherproofing kit is recom-
mended in applications:

. Jumper to Antenna

. Jumper to Feeder Cable

FEATURES & BENEFITS
. Simple installation
. No heat or tools required for instal-

lation

. Compatible with any connector and
cable

0 High protection against moisture and
dirt

© No loosening of connections

ARTICLE

n° 6 butyl rolls, 0,05x0,6 m
n° 2 PVC black rolls, 0,019x20 m n° 1 PVC 1
black roll, 0,048x8 m

n° 3 butyl rolls, 0,05x0,6 m
n° 2 PVC black rolls, 0,019x20 m n° 1 PVC 1
black roll, 0,048x8 m
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PRODUCT CATALOGUE

WEIGHT

7409

485¢g

www.fimoworld.com



WPK
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BUTYL TAPE

Dimension
Temperature Range
Self Adhesive
Water Proof

UV Resistant

RoHs Compliant

PVC TAPE

Dimension

Temperature Range
Water Proof
UV Resistant

RoHs Compliant

II Prepare the cable by drying the

50 x 2 x 600mm
-50° + 80°

v

X

19 x 0.12 x 8000mm
48 x 0.12 x 8000mm

-50° + 80°
v
v

cable and the connectors.

Wrap the connection with a layer
of 19 mm plastic adhesive tape.
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Expand the width of the 50 mm

butyl tape by stretching it so that
it will wrap completely around the
connector and cable. Wrap the
butyl tape around the cable and
the connector cable.

Press the butyl tape edges to-
gether so that there are no gaps.
Press the butyl tape against the
connection and cable.

Wrap two layers of 50 mm adhesi-
ve plastic tape overlapping at half
width.

Wrap at least three layers of 19
mm adhesive plastic tape over-
lapping at half width.
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FI.MO.TEC. S.p.A. - Headquarter

Via Milano, 121 - 1-20093 Cologno Monzese (M) - Italy
Phone: +39 02 91 431 600 Fax: +39 02 91 431 627
fimo@fimoworld.com

FIMO Deutschland GmbH

Otto-Hahn-Strse 11D D-85521 Riemerling/Ottobrunn - Deutschland
Phone: +49 (0)89 99 80 77 90 Fax: +49 (0)89 99 80 77 87

germany @fimoworld.com

FIMO France SAS

Espace Green Parc Bat. B

Route de Villepécle F-91280 Saint Pierre du Perray - France
Phone: +33 (0)1 69 89 71 91 Fax: +33 (0)1 69 89 71 92

france @fimoworld.com

FIMO India Mfg. Pvt. Ltd.

Plot No. 87, DLF Industrial Area, Phase -1
Faridabad 121 003, Haryana - India

Phone: +91 (0)129 42 70 700 Fax: +91 (0)129 4270 777
india@fimoworld.com

FIMO USA Inc.

478 Northdale RD Suite 301 - Lawrenceville GA - 30046 - USA
Phone: +1 404 86 12 535

usa@fimoworld.com

FI.LMO.TEC. S.p.A. Registered Headquarters: Viale Luigi Majno 5, 20123 MI-
LANO, ITALIA - Fiscal Code, VAT and Milan Business Register Subscription n.
1T05954970157 - REA n. 1052835 - Share Capital € 297.000,00 fully paid-up.
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CERT. N. 9190 UNI EN ISO 9001:2008
FI.MO.TEC. FLLMO.TEC.
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