
Indoor, Omni-Directional Antenna, Multi Band
Performance
DESCRIPTION

Multi Band | Indoor Omni | H-Pol | 360° | 3.2-6.3 dBi

ORDERING

Model Product No.

Antenna with Female-Type Connector 5087000

SPECIFICATIONS

Electrical

Frequency 698 - 793
MHz

803 - 881
MHz

890 - 1511
MHz

1710 - 2690
MHz

3400 - 3600
MHz

Max. Input
Power 50 W

Polarisation Horizontal
Impedance 50 Ω

Gain 1.8dBd /
3.9dBi

1.1dBd /
3.3dBi

1.1dBd /
3.3dBi

2.7dBd /
4.9dBi

4.1dBd /
6.3dBi

VSWR < 1.6:1 < 1.6:1 < 1.6:1 < 1.6:1 < 1.9:1
Passive
Intermodulation-140 dBc -140 dBc -150 dBc -150 dBc -150 dBc

In iBwave Yes

Mechanical

Packed Dimensions 130 x 140 x 140 mm (5.1 x 5.5 x 5.5 in)
Connection(s) 1 Connector / 4.3/10 / Female
Radiator Material PCB
Radome Material / Colour ABS White
Dimensions 35mm dia x 9 mm
Weight 0.17 kg / 0.37 lb
RoHS Compliant Yes
Packed Weight 0.35 kg / 0.77 lb
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